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D = Diameter Of Obstruction Support

NOTE:
36" MINIMUM FOR EXISTING SIDEWALK MAINTENANCE
60" NEW SIDEWALK CONSTRUCTION

GENERAL NOTES:

1. SEE STANDARD DRAWINGS ST—209 AND ST—210 FOR EXPANSION
JOINT LAYOUT, TRANSVERSE JOINT MARKINGS LAYOUT, FURNISHING
ZONE, LAYOUT VARIATIONS FOR SIDEWALKS AND FURNISHING ZONE,
AND GENERAL NOTES FOR SIDEWALK CONSTRUCTION.

2. ONE—HALF INCH EXPANSION JOINT MATERIAL TO BE USED.

3. COMPACTED STONE BASE, PUG MILL MIX, 4” THICK SHALL BE
APPLIED TO SUBGRADE PRIOR TO INSTALLING SIDEWALK.

4. CROSS—SLOPE OF SIDEWALK SHALL NOT EXCEED 1:48
(VERTICAL:HORIZONTAL).

5. OBSTRUCTIONS NOT ALLOWED IN NEW RIGHTS—OF-WAY.
6. IN THE EVENT OF ANY CONFLICT, DISCREPENCY, OR INCONSISTENCY

AMONG THE PLANS AND THESE STANDARD DETAILS, THE
REQUIREMENTS OF THE  STANDARD DETAILS SHALL GOVERN.
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(METROPOLITAN GOVERNMENT OF OBSTRUCTION )
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